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COTTON-P1 Robot
Circuit Diagram H.Maeno

同一行は共通接続を示す
[K-09873]

Air Pressure Temperature&Humidity PAM8403 Matrix LED 8x8
HDC1000 GR-COTTON Servo(Tail) Servo(Rotation) GR-PEACH Audio/Camea Shied Audio-AMP AC Adapter MAX7219

RDY → → 2(HDC1000.RDY) with CMOS Camera
Vout → → 3(IR.Vout)

5(tail_servo) → → PWM-in
6(rot_servo) → → PWM-in

7(TX1) → → 1(RX)
→ 8(RX1) 0(TX) →

9(music_stop) → → A4(music_stop)

→ SCL → SCL
→ SDA → SDA

→ VCC → VDD,CS → VDD →to sensors

→ → VCC → VCC → Vin → VCC +6V →

→ GND → GND,SDO → GND → GND → GND → GND → GND → GND GND → → GND
Audio/Camera-I/F ←→ ←→ Audio/Camera-I/F

LineOut → → Lin-In
SP(L) →
SP(R) →

9(MAX7219.CS) → → CS
11(SPI0.MOSI) → → DIN
13(SPI0.SCK) → → CLK

11月16日

IR受信モジュール LPS２５H

VCC（３．３V)
＋５V
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